RENDER CORNER TRIM

SAND/CEMENT RENDER

PAINT FINISH

THICKNESS NOMINAL
EXTERNAL

EXISTING MASONRY

MIN 5° FALL

WALL

ROOF

el

ol
6a - TOP OF PARAPET SECTION

SCALE1:2

r

10

10

ar

EXTERNAL

FORMED METAL COPING
ON ANCHOR PLATE AND
METAL CLEAT
MIN 5° FALL
\

RENDER CORNER TRIM

SAND/CEMENT RENDER

PAINT FINISH
THICKNESS NOMINAL

EXISTING MASONRY

¢

WALL

EXTERNAL

<
=

N

ROOF

6b - ALTERNATIVE TOP OF PARAPET SECTION

el

el

75

SCALE1:2

SAND/CEMENT RENDER
PAINT FINISH
THICKNESS NOMINAL

EXISTING MASONRY
WALL

| A

40-60 { ‘

STOPPING BEAD

FLEXIBLE SEALANT

—— ALUMINIUM FLASHING

SCREW FIXED TO WALL
ROOF

6a - BOTTOM OF PARAPET SECTION

Wik
NSW

GOVERNMENT

SCALE1:2

NOTES:

Specification

000-AC-GF-DWG-1010

6-1160

DOOR

BALCONY

Detail 6

000-AC-GF-DWG-1101

LEGEND:
EXISTING STRUCTURE
NOT SUBJECT TO
REMEDIAL WORKS
APPROXIMATE LOCATION OF
EXISTING WALL CLADDING
‘0 ‘20 ‘40 ‘60 ‘80 ‘100mm
1.2 | | \ | \ |
TITLE PARAPET DETAILS 6a & 6b
CLADDING RENDER
SUBSTRATE MASONRY Rev
DWG NUMBER | 000-AC-GF-DWG-1160 | 8




	Sheets and Views
	000-AC-GF-DWG-1160


