
19 - ALTERNATIVE STIFFENER CORNER SECTION
SCALE 1 : 2

INTERNAL

EXTERNAL

D20
-

3mm THICK ALUMINIUM
ANGLE (ALLOY-TEMPER
6063-T5 OR EQ.)

25X25X3 SHS ALUMINIUM
STIFFENER (ALLOY-TEMPER
6063-T5 OR EQ.)
MINIMUM 3.2mm
STRUCTURAL SILICONE

25X25X3 ALUMINIUM
ANGLE EDGE STIFFENER
(ALLOY-TEMPER 6063-T5)
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MINIMUM 3mm SOLID
ALUMINIUM SHEET

SELF TAPPING
12G SCREWS

NOTE:
DESIGN BASED ON ROUTED PANEL CORNERS
PRESS BREAK OR PAN BREAK MACHINES
RECOMMENDED FOR MAKING PANEL FOLDS

USE OF DOUBLE SIDED
TAPE TO BE VERIFIED BY
BCA CONSULTANT

D20 - STIFFENER SECTION
SCALE 1 : 2

3mm THICK ALUMINIUM ANGLE
(ALLOY-TEMPER 6063-T5 OR EQ.)

25X25X3 SHS ALUMINIUM
STIFFENER (ALLOY-TEMPER
6063-T5 OR EQ.)

MINIMUM 3mm SOLID
ALUMINIUM SHEET

MINIMUM 3.2mm
STRUCTURAL SILICONE

SELF TAPPING 12G SCREW

USE OF DOUBLE SIDED
TAPE TO BE VERIFIED BY
BCA CONSULTANT

19 - STIFFENER CORNER SECTION
SCALE 1 : 2

INTERNAL

EXTERNAL

MINIMUM 3.2mm
STRUCTURAL SILICONE

3mm ALUMINIUM ANGLE
CORNER STIFFENER
(ALLOY-TEMPER 6063-T5)
APPLICATION AND SIZE TO BE
VERIFIED BY ENGINEER

MINIMUM 3mm SOLID
ALUMINIUM SHEET

NOTE:
DESIGN BASED ON SOLID ALUMINIUM SHEET PRESS
BREAK BENDING METHOD WITH NO ROUTING TO
PANEL CORNERS
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