
21 - STIFFENER CONNECTION TO PANEL
SCALE 1 : 2

40X20X3 RHS ALUMINIUM
STIFFENER (ALLOY-TEMPER
6063-T5 OR EQ.). STIFFENER MUST
BE FIXED ON EACH END/EDGE
OF ALUMINIUM SHEET
(REFER DETAIL 3033)

MINIMUM 3mm SOLID
ALUMINIUM SHEET

MINIMUM 3.2mm STRUCTURAL
SILICONE

INTERNALEXTERNAL

STIFFENER DIMENSIONS
TO BE VERIFIED BY
FACADE ENGINEER

USE OF DOUBLE SIDED
TAPE TO BE VERIFIED BY
BCA CONSULTANT

22 - STIFFENER CONNECTION TO PANEL
SCALE 1 : 2

MINIMUM 3mm SOLID
ALUMINIUM SHEET

MINIMUM 3.2mm
STRUCTURAL SILICONE

INTERNAL

EXTERNAL

20X20X3 SHS ALUMINIUM STIFFENER
(ALLOY-TEMPER 6063-T5 OR EQ.). STIFFENER
MUST BE FIXED ON EACH END/EDGE OF
ALUMINIUM SHEET (REFER DETAIL 3033)

USE OF DOUBLE SIDED
TAPE TO BE VERIFIED BY
BCA CONSULTANT

STIFFENER DIMENSIONS
TO BE VERIFIED BY
FACADE ENGINEER
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