
VERTICAL 112X15mm TOP HAT **

ISOLATION TAPE BETWEEN
STEEL & ALUMINIUM SURFACES

RIVET OR SCREW
ALUMINIUM PANEL
TO CLIP

SOLID ALUMINIUM
PANEL

SEALANT &
BACKING ROD

2b - ALTERNATIVE WINDOW HEAD SECTION
SCALE 1 : 2
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VERTICAL 112X15mm TOP HAT **

* FOR MASONRY FIXING DETAILS
REFER TO TYPICAL TOP HAT FIXING
DETAILS PACKAGE

** NON-COMBUSTIBLE PACKERS OR
TOP HAT CLEAT SYSTEM AS REQUIRED

*** CAVITY FIRE BARRIER TYPE AND INSTALLATION
TO MEET CAVITY SIZE REQUIREMENTS
AND SUPPLIERS GUIDELINES

VERMIN & INSECT
MESH BARRIER

DECORATIVE
SEALANT TO
PANEL BOTTOM

**** DESIGNERS TO ASSESS REQUIREMENTS FOR
SLOTTED HOLE PANEL FIXING TO ADDRESS
THERMAL PERFORMANCE

ALUMINIUM Z-ANGLES
BONDED TO BACK OF PANEL
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