
5a - DOOR HEAD SECTION
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SCALE 1 : 2

INTERNALEXTERNAL

EXISTING FIRE DOOR

SOLID
METAL PANEL

SARKING

EXISTING MASONRY
WALL

HORIZONTAL OPEN STATE
CAVITY FIRE BARRIER ***

NOMINAL 76X40mm
STEEL BATTEN **

WINDOW HEAD
FLASHING

15

20

FLEXIBLE SEALANT

DRAINAGE &
VENT SLOTS

FIXING ACCORDING TO
SUBSTRATE TYPE

* FOR MASONRY FIXING DETAILS
REFER TO TYPICAL TOP HAT FIXING
DETAILS PACKAGE

** NON-COMBUSTIBLE PACKERS OR
TOP HAT CLEAT SYSTEM AS REQUIRED

*** CAVITY FIRE BARRIER TYPE AND INSTALLATION
TO MEET CAVITY SIZE REQUIREMENTS
AND SUPPLIERS GUIDELINES

FIXING TO
EXISTING LINTEL

E:
\T

em
po

ra
ry 

wo
rki

ng
 fo

lde
r\A

CO
R\

06
-P

LO
T 

FI
LE

S\
01

-C
AD

\04
-S

oli
d M

eta
l C

lad
din

g\4
10

0 -
 M

as
on

ry\
00

0-
AC

-G
F-

DW
G-

41
50

.dw
g

Ju
l 2

3, 
20

22
 - 

4:4
9p

m

CLADDING

SUBSTRATE

DWG NUMBER

TITLE

NOTES:

Specifications
000-AC-GF-DWG-0101, 0102, 0103,
0104, 0105, 0107, 0108

Rev

DOOR HEAD DETAIL 5a

SOLID METAL

MASONRY

000-AC-GF-DWG-4150 4

1:2

0 100mm20 40 60 80

LEGEND:

EXISTING STRUCTURE

NOT SUBJECT TO

REMEDIAL WORKS

APPROXIMATE LOCATION OF

EXISTING WALL CLADDING

Detail 5

000-AC-GF-DWG-4101


	Sheets and Views
	000-AC-GF-DWG-4150


