
8b - ROOF SOFFIT SECTION
SCALE 1 : 2

SEALANT &
BACKING ROD

EXISTING MASONRY
WALL

EXISTING SOFFIT
RIVET OR SCREW
CONNECTION TO
ALUMINIUM ANGLE

SARKING

VERTICAL 83X15mm
TOP HAT **

30 MAX

BONDED LAMINATE
PANEL* FOR MASONRY FIXING DETAILS

REFER TO TYPICAL TOP HAT FIXING
DETAILS PACKAGE

** NON-COMBUSTIBLE PACKERS OR
TOP HAT CLEAT SYSTEM AS REQUIRED

ALUMINIUM CLIP OR
CONTINUOUS ALUMINIUM
ANGLE

ALUMINIUM
Z-ANGLES BONDED
TO BACK OF PANEL

*** DESIGNERS TO ASSESS REQUIREMENTS FOR SLOTTED
HOLE PANEL FIXING TO ADDRESS THERMAL
PERFORMANCE
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ROOF SOFFIT DETAIL

BONDED LAMINATE

MASONRY
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LEGEND:

EXISTING STRUCTURE

NOT SUBJECT TO

REMEDIAL WORKS

APPROXIMATE LOCATION OF

EXISTING WALL CLADDING
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