
AS PER SYSTEM MANUALAS PER SYSTEM MANUAL
8-20mm JOINT

CFC CLADDING

MOISTURE BARRIER

BACKING ROD AND
SEALANT

TOP HAT **

VERTICAL CLOSE STATE
CAVITY FIRE BARRIER ***
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9 - VERTICAL CONTROL JOINT SECTION (PLAN VIEW) * FOR MASONRY FIXING DETAILS
REFER TO TYPICAL TOP HAT FIXING
DETAILS PACKAGE

** NON-COMBUSTIBLE PACKERS OR
TOP HAT CLEAT SYSTEM AS REQUIRED

*** CAVITY FIRE BARRIER TYPE AND INSTALLATION
TO MEET CAVITY SIZE REQUIREMENTS
AND SUPPLIERS GUIDELINES

LENGTH AND FIXING OF
HORIZONTAL TOP HATS
TO BE COORDINATED WITH
LOCATION OF EXISTING STUDS
AND NEW CAVITY BARRIERS
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CLADDING

SUBSTRATE

DWG NUMBER

TITLE

NOTES:

Specifications
000-AC-GF-DWG-0101, 0102, 0103,
0104, 0105, 0107, 0108

Rev

VERTICAL CONTROL JOINT
DETAIL

CFC

STUD
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LEGEND:

EXISTING STRUCTURE

NOT SUBJECT TO

REMEDIAL WORKS

APPROXIMATE LOCATION OF

EXISTING WALL CLADDING

Detail 9
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